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g SNT TAC 3300

PAINTS & COATINGS

Clear Acrylic Top Coat with Natural Effect

Main Properties:
* |t doesn’t change the natural tone of the wood;
*  Anti-Yellowing;
® Ideal for light woods;

. Can be applied as one- or two-component;
®  Uniform the various types of wood tones.

Version: Gloss Version: Gloss
TAC 3300 1+1 - -
Chemical-physical properties: Application characteristics:
Solid content (%) 15' at 150°C 16+ 2 Recommended quantity Max: 150 g/m?
per coat

Density (g/cm3) 0,940 + 0,03 Number of coats Max: 2
Vi ity Ford 4 at 23° 44 +2

ISCO,SI y Ford 4 at 23°C (s) Interval between coats Min: 1h — Max 2h
Pot-Life (h) >9h

*value calculated on theoretical data

Suggested use: Wood and derivatives.
Application method: Aerographic gun, Airless and Airmix.
By volume: By weight:
TAC-3300 100 %

Product preparation: Maintains the preparation proportions by

Hardener KLMO010 10 %
volume.

Thinner DP2004 or DP 2008 50-60 %

General remarks on the application system
Drying at 20°C and R.H. between 45 — 65%: 100 g/m? Forced drying: 100 g/m?
Dust free 15’ Temperature Time
Touch free 40’ Flash Off 20°C 15’
Sanding 3h Laminar air 50°C 50’
Stacking 3h Cooling 20°C 15’
Packing 3h

The Clear Acrylic Top Coat TAC 3300 should be applied on the acrylic base coat
FATO0O01 previously sanded with a grit sandpaper #320 - #400.

Substrate preparation:
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The data provided in the data sheet are based on our knowledge and experience and don’t imply a direct liability to SNT-Sociedade Nortenha de Tintas, LDA, as the application
conditions are beyond our control. Thus, users should make sure that the product conforms to the application system requirement, the substrates used and the ideal working conditions.
After prolonged storage, the viscosity of pigmented and / or thixotropic products may differ from those mentioned in the data sheet. Maximum differences of 30% are considerable as
acceptable.

For more detailed information please consult our technical services.
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Specific remarks:

Alternative Hardener: KLM 020 Use between 10 and 20% if additional chemical resistance is required (in areas such as
kitchens and bathrooms, for example).

The use of natural effect top coats on dark substrates (wood or lacquered) should result in a whitish appearance,
for this reason their use is not recommended.

The recommended herdener mixture is 10% with KLM010, however for use in areas with more chemical requirements such as kitcheng
and bathrooms the ideal herdener will be KLM020 and preferably 20% to increase the chemical resistance of the finish. A slight
deviation of the brightness should be observed when using different herdener or their percentages. The use of catalysts should be
evaluated according to the needs of the project.

It is recommended to run a test application under actual conditions of use.

Certificates:

Test Standard /basis: Toy Safety EN 71-3 (2021)

Testing Laboratory : BUREAU VERITAS Report: Test Report No. (5424)268-0010A

BUREAU
VERITAS

General remarks:

Homogenize the product before each use;

Keep containers tightly closed in controlled ambient, temperature and humidity conditions.
Store away from sources of heat or ignition;

Maximum shelf life: 24 months in original and intact packaging.
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